
WALCHA SEWAGE TREATMENT PLANT (STP) - EPL 2613
POLLUTANT LOCATIONS / SITE INFRASTRUCTURE

Catch All Pond

TERTIARY POND / 
LAGOON

 LAGOON

 LAGOON

SECURITY
FENCING

MAIN ENTRY
(locked gates)

SITE OFFICE

INLET
CHANNEL

PRIMARY TREATMENT STRUCTURES
(grit screens, v-notch weirs, treatment

and over�ow tanks

Ancillary vehicle 
washdown bay

(drains to 
Tertiary Pond)

MAIN
ACCESS ROAD

TRICKLE
FILTER

2

3

1

5

4

STORAGE
SHEDSLPG GAS CYLINDER

SLUDGE DIGESTER
(Bio-gas hazard)

HUMUS TANK

SODIUM
HYPOCHLORITE
STORAGE TANK

(inside shed)

FLUME

DRYING
BEDS

CAUTION: 
CONTENTS OF LAGOONS / PONDS,

CHANNELS, FILTER TANKS,
CONNECTION TRENCHES &

PIPES SHOULD BE CONSIDERED
HAZARDOUS TO HUMAN HEALTH

AVOID DIRECT SKIN CONTACT
AND WASH AFFECTED AREAS

IMMEDIATELY

STORAGE SHED 4 
Extinguisher (x1)

externally mounted

Process Control Area
* Fire Blanket
* Telephone 

EVACUATION
MUSTER POINT

E

WALCHA SEWAGE TREATMENT PLANT (STP) - EPL 2613
Emergency Equipment & Evacuation Muster Point

SITE OFFICE
* Fire Blanket (x1) / First Aid Kit

Extinguishers (X1) - externally mounted
* Shower (possible dousing use)

*PPE + Life Bouys / Rings

FIREFIGHTING WATER
NO HYDRANT FOR
CONNECTION TO

RETICULATED WATER 
SUPPLY AT THIS SITE

TERTIARY POND /
LAGOON to north is 

suitable for �re�ghting 
water supply if direct skin 
contact is minimised and 

hoses / equipment 
�ushed after use.

LAGOONS at east of 
plant are not considered 

suitable for �re�ghting as 
high sludge levels may 

be present at times.

No heavy plany items 
based permanently at 

this site.

Portable (trailer mount) 
pumps and ancillary 

sewer maintenance items 
available for on / o�site 

use if required.

PLANT / EQUIPMENT

 LAGOON

 LAGOON

TERTIARY POND / 
LAGOON

4

1
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PLANT / EQUIPMENT
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SEWAGE
TREATMENT WITHIN 

STP

TERTIARY 
LAGOON

APSLEY
RIVER

INFLOW FROM 
RETICULATION 

NETWORK

OUTFALL

LEGEND
Formed discharge �owpath (surface)

Stormwater �owpaths (sheet�ow - natural surface)
Waterway �owpaths (natural)

Lagoon discharge �owpath

Subsurface in�ow (piped)

Pipe to Tertiary Lagoon

WALCHA SEWAGE TREATMENT PLANT - EPL 2613 
FLOW PATH (THROUGH PLANT) AND SITE DRAINAGE
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